
         Hoch- Leistungs- Absperrklappe 
         High Performance Butterfly Valve 
 

Mit zweifach exzentrischem Klappenteller, Baulänge nach DIN, ANSI, ISO / 
With double offset disc, face to face length according to DIN, ANSI, ISO 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Type:  KDZF -1, -2, -2.3, -3.1 
Design:  DIN 3840, EN 593 
Material:  DIN 3339 
DN:  50 ï 600 (2ñ ï 24ñ) 
PN:   16 ï 25 (Class 125 ï 150) 
Temp:    0°C Ÿ +350ÁC 
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Hoch- Leistungs- Absperrklappe 
Mit neuer und zukunftsweisender Technologie 
entwickelt, um den Anforderungen in Anlagen der 
Öl- und Gas- sowie der petrochemischen 
Industrie, thermischen Kraftwerken und 
Heißwassersystemen zu entsprechen 
 
Dicht in beide Flussrichtungen 
Als Drossel- und Regelklappe unter Beachtung 
der maximalen Einsatzbedingungen verwendbar. 
 
Doppel ï Exzentrisch 
Das doppel-exzentrische Achs-Teller-System 
ermöglicht ein unmittelbares Abheben der 
Tellerdichtfläche vom Sitz bzw. umgekehrt. 
 
Weichdichtender Sitz 
PTFE und Elastomer Sitzsysteme bewirken 
einen gasdichten Abschluss in beide 
Flussrichtungen. 
Dies ermöglicht, die Klappe für verschiedenste 
Einsatzbereiche und Medien zu verwenden. 
Der PTFE-Sitz befindet sich zwischen Gehäuse 
und Spannring- wodurch gekammert 
weitestgehend ein Fließen des PTFE-Sitzringes 
verhindert wird. 

High Performance butterfly valves 
With new and advanced technology designed to 
meet the requirements of hydrocarbon process 
industry as well as thermal power stations and 
hot water supply systems 
 
 
Bi ï directional shut off 
Control service-conditional applicable according 
to the working conditions. 
 
Double Offset 
The double offset shaft and disc system gives a 
cam action, disengaging the disc from the seat 
within a few degrees of opening. 
 
Resilient seated 
The PTFE and Elastomer seat gives reliable 
bubble tight shut off in both directions. It enables 
the valve to be used with any of the wide range 
fluids, compatible with PTFE or different 
Elastomer qualities. 
The special shaped PTFE ring is rigidly tightened 
between body and retaining ring, preventing cold 
flow. 

 

Dichtungssysteme / Sealing systems             Kinematik / Kinematic 

Druck- und Temperaturdiagramm / 
Pressure- and temperature rating  
(PTFE + loaded) 
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Strömungstechnische Kenngrößen / 
Fluidic parameters 

 Haupteile / Main parts 

  
 
 
 
 
 
 
 
 
 
 

 

Werkstoffe / Materials 
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Mit freiem Wellenende / with free bare shaft              PN 25, Class 150 

 
Differenzdruck / Differential pressure             �'�1�������������´�����± ���������������´�����¨���S� ���P�D�[�����������E�D�U 
                       �'�1�����������������´�����± ���������������´�����¨���S� ���P�D�[�����������E�D�U�����&�O�D�V�V���������� 

                   Type: KDZF -���������¨���S� ��max. 16 bar 
Antriebsflansch / Gear flange: ISO 5211            

                                        
                                         Wafer type                         Lug type 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Abmessungen in mm / Dimensions in mm 

 
 


