
                  Hoch- Leistungs- Absperrklappe 
                High Performance Butterfly Valve 
 
 
Mit dreifach exzentrischem Klappenteller / 
With triple offset disc 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Type:  KDZF ï 33  
DN:  50 ï 1200 (2ñ ï 48ñ) 
PN:  16 (Class 125) 
DN: 50 ï 800 (2ñ ï 32ñ) 
PN:  25 (Class 150) 
DN: 50 ï 600 (2ñ ï 24ñ) 
PN: 40 (Class 300) 
Temp:        0°C Ÿ +350ÁC 
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Hoch- Leistungs- Absperrklappe 
Mit neuer und zukunftsweisender Technologie 
entwickelt, um den Anforderungen in Anlagen der 
Öl-, Gas,- sowie der petrochemischen Industrie, 
thermischen Kraftwerken und Heißwassersystemen 
zu entsprechen. 
 
Dicht in beide Flussrichtungen 
Als Drossel- und Regelklappe unter Beachtung der 
maximalen Einsatzbedingungen verwendbar. 
 
Dreifach ï Exzentrisch 
Das dreifach exzentrische Achs-Teller-System 
ermöglicht ein unmittelbares Abheben der 
Tellerfläche vom Sitz bzw. umgekehrt. 
 
Metallischer Sitz 
Bestehend aus 1.4301/IT Lamellen gehalten durch 
den Spannring; durch eine entsprechende 
Konstruktion leicht elastisch wirkend. 
Diese Klappe entspricht den Anforderungen im 
höheren Temperaturbereich für verschiedenste 
Anwendungen. 
Bitte kontaktieren Sie unser technisches Personal. 
 
Beachten Sie! 
Für ein Angebot benötigen wir alle Betriebsdaten. 

High performance butterfly valves 
With new and advanced technology designed to 
meet specification of hydrocarbon process 
industry as well as thermal power stations and 
hot water supply systems. 
 
 
Bi ï directional shut off 
Control service-conditional applicable according 
to the working conditions. 
 
Triple offset 
The triple offset shaft and disc system gives a 
cam action, disengaging the disc from the seat 
within a few degree of opening. 
 
Metal seated 
Consists of stainless steel 1.4301/IT lamella 
covered by the retaining ring, flexible by special 
shape of retaining ring. 
The valves with primary seating meet the hot 
service requirements for different applications. 
Please consult our technical staff for guidance 
on valves for your requirements. 
 
Attention! 
In case of order we need to know all working 
conditions. 

 
 

 
 

Dichtungssystem / Sealing system   Kinematik / Kinematic 
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Werkstoffe / Materials  Hauptteile / Main parts  
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Mit freiem Wellenende / With free bare shaft     PN 16 

 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

Abmessungen in mm / Dimensions in mm 

 
 


